CONTRACT NO. 76A88

F.A.L TOTAL [SHEET
RTE.| SECTION COUNTY _ |SHEETS| NO.
270 | 60-12) L-1 | MADISON | 31 | 12
STA. TO STA.

PROPOSED POLE CONDUIT CLAMP
FED. ROAD DIST. M0, _[ILLINOIS[ FED. AID PROJECT

—-PROPOSED POLE

PROPQOSED 1 RIGID ALUMINUM CONDUIT /\/
N ) EXISTING 2 RIGID
/ ALUMINUM CONDUIT

PROPOSED 2" RIGID
3 ALUMINUM CONDULT
PROPOSED POLE EXISTING 8X8"X6"
_\ WEATHERPROOF

o O
Y N STAINLESS STEEL
JUNCTION BOX

EXISTING B8''X8"X6"

FOR WIRING DETAIL SEE POLE MOUNTED
ON BRIDGE PARAPET DETAIL

CONDUIT CLAMP !
” PROPOSED 17 RIGID ALUMINUM CONDULIT

/ : Il \

16

ALUMINUM CONDUIT SUPPORT
BRACKETS. AND MOUNTING
HARDWARE AT 6 INTERVALS.(TYP.)

o (o)
WEATHERPROOF STAINLESS
L = STEEL JUNCTION BOX
PROPOSED 1 RIGID ALUMINUM CONDULT
, s PROPOSED 2" RIGID ALUMINUM
EXISTING 2 GROUND LUG, 1/4” STAINLESS STEEL BOLT, CON,QUIT TATU;OI::EACTCOL%U?;ISTING CONDUIT CLAMP —) ZSSS?SEAZ ggNRIGITD
RIGID ALUMINUM LOCK WASHER AND NUT TO BOND TO EQUIPMENT 27 RIGID ’ \ conout
CONDUIT GROUNDING CONDUCTOR (TYP.) EXISTING STAINLESS STEFL iSJSMTImJ?VI ZCOI\F:EI)S;?'
. PROPOSED 2"~ MOUNTING BRACKET
RIGID ALUMINUM
CONDUIT
/ \
NOTES:
L. REMOVE FLEXIBLE CONDUITS AT JUNCTION BOXES. PARAPET WALL MOUNTED CONDUIT DETAILS

2. REMOVE STAINLESS STEEL JUNCTION BOXES FOR CONCRETE
REPAIRS AT LIGHT POLE FOUNDATIONS.

3. REINSTALL STAINLESS STEEL JUNCTION BOXES i
AFTER CONCRETE REPAIRS ARE COMPLETE.

EXISTING 1 RIGID ALUMINUM —
CONDUIT (TO REMAIN)
4. REUSE THE EXISTING 2 RIGID ALUMINUM CONDUIT ATTACHED

TO THE PARAPET WALL. e CONDUIT HANGER AT

10l
PROPOSED 17 LIQUIDTIGHT 6 INTERVALS (MAX.)

5. REPLACE FLEXIBLE CONDUITS WITH 2" RIGID ALUMINUM . FLEXIBLE NONMETALLIC CONDUIT
CONDUIT (AS NOTEDR ABOVE) USING SHORT RADIUS 90°S. \

6. REPLACE 1" FLEXIBLE CONDUIT TQ LIGHT POLE WITH
1 RIGID ALUMINUM CONDUIT UNDER PCLE LEVELING F
PLATE AND TURNED UP TO POLE HANDHOLE.

7. WHERE NOTES INDICATES 2 RIGID ALUMINUM CONDUIT, EXISTING 2" RIGID
1" RIGID ALUMINUM CONDUIT IS USED IN CERTAIN ALUMINUM COFJDIJIT
LOCATIONS, (SEE PLANS).

8. PARAPET WALL MOUNTED CONDUIT DETAILS ARE TYPICAL : 2 I
FOR PROPOSED INSTALLATION ON THE RIVER BRIDGE . /
EXCEPT ALL CONDUITS AND JUNCTION BOXES ARE PRPOSED / /
PROPOSED 2/ RIGID EXISTING 8"X8"X8"
9. DETAILS FOR NAVIGATION LIGHTS ON THE CANAL BRIDGE ALUMINGM CONDULT WEATHERPROOF STAINLESS

ARE SIMILAR TO THE TRUSS MOUNTED ROADWAY LIGHT
DETAILS EXCEPT THE FLEXIBLE CONDUIT FEEDS DOWN TO
THE NAVIGATION LIGHTS.

STEEL JUNCTION BOX

ELEVATION
«——————EXISTING 1" RIGID ALUMINUM
H CONDUIT TO AERIAL OBSTRUCTION
LIGHTS U-BOLT

MOUNTED ON TRUSS————>

HOOKED R
— el o] HOOKED RODS
EXISTING AVIATION LIGHTING PROPOSED 1 LIQUIDTIGHT FLEXIBLE =
FLASHER CONTROLLER (NEMA 4X) NONMETALLIC CONDUIT
REPLACE EXISTING 17— — PROPOSED 2" RIGID
it TS EXISTING 1 RIGID ALUMINUM ALUMINUM CONDULT | ====) ALUMINUM CONDUTT
1 LIQUIDTIGHT FLEXIBLE CONDUIT BRACKETS AT &

/

EXISTING 2 RIGID

INTERVALS (TYP.)
ALUMINUM CONDUIT

NONMETALLIC CONDUIT,
LENGTH AS NEEDED.

EXISTING 1 RIGID ALUMINUM
COUPLING

EXISTING STAINLESS STEEL:
JUNCTION BOX 87X8"X6"
AND MOUNTING BRACKET.

PARAPET WALL

PLAN
CONDUIT TO AVIATION LIGHTS TRUSS MOUNTED ROADWAY LIGHT DETAILS RIS ILLINOIS DEPARTMENT OF TRANSPORTATION
] CONDUITS AT LIGHT POLE DETAILS

3332 ONEARAL BRIDCE ON_CANAL BRIDCE CANAL BRIDGE

5i58 FAI ROUTE 270

ey SECTION 60-(1,2)L-1

Beas venr.  MADISON COUNTY
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